
Mark Bric Display Corp.
North America  Tel. 800.742.6275  Fax 800.565.9506   E-mail: markbric@markbric.com

Mark Bric Display AB
Worldwide Headquarters  Tel. +46 33 480 460  Fax +46 33 480 470   E-mail: display@markbric.se

Mounting instructions

Ceiling section 
– Wave to Wave 

Item.no:
80 x 150 cm  IS-9433
80 x 250 cm  IS-9434

Complete with: 
  80 x 150 cm 80 x 250 cm
2 Top/End profile, 800 mm IS-9083 IS-9083
2 Start profile, 750 mm IS-9340 IS-9340
2 End profile, 750 mm IS-9341 IS-9341
2 Center profile, 1000 mm ––––––– IS-9078
8 Fast slot connectors IS-9051 IS-9051
4 Ceiling connectors for Wave system IS-9307 IS-9307

Please observe! This is a Fabric section, the graphic will be done in fabric material  
with PVC edge band. For graphic productin see “Fabric instruction no. 2”.

1Build your frame 2 Mount the 4 connertors at the outside in each corner. 
Tips! if you mount the front connector 30 cm in on the 

frame you will have a small roof over your front module.
3 Mount the frame to the backwall and front module.   

Attach the connector at the top hubs in all four corners.

Please note: 
Ceiling section 
only. 

Add a double-sided 
starter module for the 
vertical front section.
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